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TOUCHLESS CAR WASH - VERSION 1 & 2
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¢ The line voltage to the sensoris 24 OC.
o Emergency PushButtonis providedin case of any emergency stop required.

o Rubber Guards with Soft Rubber are provided on the maving arms for Vehicle safety.
¢ Reduces Time, Manpower and Operating Cost.
o Carwillheparked stationary and cleaning will be done by High pressure Nozzles.
o Control panel has Automatic as well as Manual mode.
o The washing systemis controlled by PRORAMMARBLE LOGIC CIRCUITS (PLC).

o The ULTRASONIC SENSORS are provided for sensing the car length automatically.
o Allmaterials exposed to water are made of Stainless steel (SS 304) & Nylon.

e 4 Wheel Drive mechanism for Under Wash Gear Train .

TOUCHLESS CAR WASH - VERSION 1

Body Wash

o Mounting Frames are Marine Coated . { On customer demand, we can give in SS304 also )
o High Grade S5304 Nozzles are used and all welded joints are passivated to avoid corrosion.

Required space (LxWxH)

6700 x 4250 x 3700 mm
(22" x 14' x 12') ft

Overall dimensions (LxWxH)

5500 x 3950 x 3080 mm

Max.washable dimension of cars

4750 x 1900 x 1900 mm

Input supply

3Ph, 415y, b0 Hz

Connected Load 8 HP
Power consumption per car 0.6 units
Water consumption per car 110 litres

Shampoo consumption per car

7 ml [car (Recommended
dilution - 1:700)

Under Wash
Pit dimensions (LxWxH) 5500 x 850 x 600 mm
No. of Nozzles 7 Nos.
Input supply 3 Ph, 415V, 50 Hz
Connected Load 8 HP
Power Consumption per car 0.07 units

Time Gonsuming for one cycle

47 Sec (Excluding Wheel Arch
Cleaning)

Water Consumption per car

45 - 55 Litres (Depends on car
Length)

Operating pressure 24 har Operating Pressure 24 Bar
Body Wash O TNV RS0kl Under Wash
Required Space (LxWxH) 6700 x 4250 x 3700 Pit Dimensions (LxWxH) 5500 x 850 x 600 mm
(22'x14' 12') ft ) .
Overall Dimensions (LxWxH) 5500 x 3950 x 3150 mm Overall Dimensions (LxWxH] 9500 x 3950 x 3150 mm
Max. Washable Dimension of Cars | 4750 x 1900 x 1900 No of Nozzles 15 nos
Input Supply 3 Ph, 415V, 50 Hz Input SUPPIV 3 Ph, 415V, 50 Hz
Connected Load 15.5 Hp
Power Consumption per car 0.8 Unit Connected Load 19.5 Hp
Time Consumption for one cycle | 3 minutes Power Consumption per car 0.15 Unit
Water Nozzle for Body Wash 20 Nos. Time Consumption for one cycle | 47 Sec
Shampoo Nozzle for Body wash 14 nos.

Water Consumption per car

100 - 110 Litres {Depends an
car Length

Water Consumption per car

40 - 50 Litres Depends on Car
Length

Operating Pressure

100 Bar

Operating Pressure

100 Bar

Email : info@schumakindia.in
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Phone : +91 - 422 - 2403610, 2935610, 2922610
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